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Place upper pole 
over lower pole

Place second spider over top of 
center pole to rest on washer

Fasten upper v-channels 
to lower v-channels

Fasten all V-channels 
to top spider

Fasten all V-channels 
to bottom spider

Repeat step 10 for 
5 top panels

Attach signage 
to spinner

Attach 5 bottom panels to V-channels

Attach feet to base 
of lower pole

Place a spider 
over center pole

Insert cotter pin 
through hole in 
upper pole

Place [washer 
/ bearing ring / 
washer] over pole to 
rest on cotter pin

A. Align two adjacent and 
overlapping feet to holes 
in lower base of pole and 
insert bolts.

B. Align remaining feet to 
opposite side of pole and 
fasten using kep nuts. 

Pegs point right

Pegs point right

Upper

V-Channel
Bolt

Lower

Fasten using regular nuts

top view

top view

top view

washer
–

bearing ring
–
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–

cotter pin

nuts

panels



Sea-Dog 
Spinner Assembly
 Instructions

C O N T E N T S

T O O L S  N E E D E D

Feet Kep
Nut (2)

Spider Nuts (10)

Feet Bolt (2)

Allen Wrench (1)

Feet (4)

Cotter Pin (1)

Lower Pole (1)

Upper
Pole (1)

V-Channel
Bolt (5)

Spider (2)

Lower
V-channel (1)

Upper
V-channel (1)

Display
Panel (10)

1.5" Bearing
Ring (1)

3.5" O.D.
Washer (2)

Wrench

P.O. Box 479 
Everett, WA 98206

1-866-732-3641

W W W. S E A - D O G . C O M

(Assembled spinner before merchandising panels are attached.)


